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ow
nThermoelectric modules, consisting of multiple pairs of n- and p-type legs, enable converting heat into electricity
and vice versa. However, the thermoelectric performance is often asymmetrical, in that one type outperforms the
other. In this paper, we identified the relationship between the asymmetrical thermoelectric performance and the
weighted mobility ratio, a correlation that can help predict the thermoelectric performance of unreported
materials. Here, a reasonably high ZT for the n-type ZrCoBi-based half-Heuslers is first predicted and then exper-
imentally verified. A high peak ZT of ~1 at 973 K can be realized by ZrCo0.9Ni0.1Bi0.85Sb0.15. The measured heat-to-
electricity conversion efficiency for the unicouple of ZrCoBi-based materials can be as high as ~10% at the cold-side
temperature of ~303 K and at the hot-side temperature of ~983 K. Our work demonstrates that the ZrCoBi-based
half-Heuslers are highly promising for the application of mid- and high-temperature thermoelectric power generation.loade
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 INTRODUCTION
Solid-state energy conversion from heat to electricity and vice versa can
be realized by a thermoelectric module using a thermoelectric material
(1, 2). The conversion efficiency of the module is governed by the
Carnot efficiency and by the material’s figure of merit (ZT). ZT =
[S2s/(kL + ke)]T, where S, s, kL, ke, and T are the Seebeck coefficient,
electrical conductivity, lattice thermal conductivity, electronic thermal
conductivity, and absolute temperature, respectively (3). Generally, the
thermoelectric module consists of multiple pairs of n- and p-type legs
that are connected thermally in parallel and electrically in series (4). To
achieve a high-energy conversion efficiency, high thermoelectric
performance for both types of legs is desired. In addition, to minimize
the thermal stress that originates from the mismatch of thermal expan-
sion coefficients between n- and p-type legs, it is preferable to adopt the
same base compound for both types of legs.
However, there are quite a fewmaterials that can only be synthesized
as one of the types, e.g., MgAgSb (5–7), SnTe (8, 9), GeTe (10–12), and
Zn4Sb3 (13). This can be attributed to the presence of native defects that
pin the Fermi level to either the conduction or the valence band, and
therefore, the materials show persistent n- or p-type conduction (14).
Among the materials for which the ambipolar doping can be realized,
most show high thermoelectric performance (i.e.,ZT > 1) in only one of
the types: e.g., Mg2Sn-based (15–18), Mg3Sb2-based (19–22), ZrNiSn-
based (23, 24), and NbFeSb-based (25–27) compounds. Even for the
state-of-the-art thermoelectric materials, e.g., Bi2Te3-based materials
(28, 29), lead chalcogenides (30–35), skutterudites (36, 37), and SiGe
(38, 39), inwhichhigh thermoelectric performance can be achieved in bothtypes, the thermoelectric performance is often asymmetrical (Fig. 1).
The specific reason for such an asymmetry varies among the different
compounds. It could be attributed to the difference in the electronic
structures between the conduction and valence bands, e.g., density-of-
state effectivemass (m*d), inertial effectivemass (mI), and banddegeneracy
(N). It can also be ascribed to the difference in carrier mobility due to
the different degree of carrier scattering (33). In addition, disparity in
the dopability, e.g., difficulty in identifying an efficient dopant for one
of the types, can also lead to asymmetrical thermoelectric performance.
The asymmetrical thermoelectric performance of previously re-
ported materials has been merely viewed as an observation, while a
more general relationship between the asymmetry and intrinsic
material parameters is seldom discussed. Therefore, it would be highly
meaningful to quantify the asymmetrical thermoelectric performance
and identify the relationship between the asymmetry and the materials’
parameters. This would be highly beneficial for understanding the
asymmetrical thermoelectric performance. Once the relationship can
be identified, it would be possible to predict the thermoelectric
performance of an unreported type of a given material by using the
material’s intrinsic parameters. Such a strategy could possibly be helpful
for identifying promising thermoelectric materials.RESULTS
Asymmetrical thermoelectric performance and
materials’ parameters
Generally, the lattice thermal conductivity of optimized p- and n-type
compositions of a given material system are similar. Therefore, we
mainly focus on the electronic transport properties of the materials.
The electronic contributions to thermoelectric performance are given
by a power factor, which can be optimized by chemical doping. The
thermoelectric performance of a given compound can be estimated
by the dimensionless material quality factor B (40, 41)
B ¼ 5:745 106 mðm
*
dÞ3=2
kL
T5=2 ð1Þ1 of 8
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 where m is the carrier mobility. This formula captures the essential
aspect that heavy effective mass (for the thermopower), high carrier
mobility (which typically accompanies light mass and is needed for
conductivity), and low lattice thermal conductivity are all needed for
thermoelectric performance. When asymmetrical thermoelectric
performance is observed for a certain compound, this asymmetry
(n-type versus p-type) can then be estimated by
Bn
Bp
¼
5:745 106 mnðm
*
d;nÞ3=2
kL;n
Tn5=2
5:745 106 mpðm
*
d;pÞ
3=2
kL;p
Tp5=2
≈
mnðm*d;nÞ3=2
mpðm*d;pÞ3=2
¼ A ð2Þ
where n denotes the n-type and p denotes the p-type. kL and the tem-
perature for peak ZT are considered similar for both n- and p-types
of the compound. A is the dimensionless n-type to p-type weighted
mobility ratio. The density-of-state effective mass is related to the
band effective mass (mb) via the relation ofm*d ¼ N2=3mb. In addi-
tion, in the case when carriers are mainly scattered by acoustic pho-
nons, the carrier mobility depends on the band effective mass as
well as the inertial effective mass according to the relation of mº
mI
−1mb
−3/2. For an isotropic single parabolic band system, these
masses are identical, and in the general case, they are decoupled and
are also dependent on doping and temperature. Equation 2 can thus
be rewritten as
A≈
NnmI;p
NpmI;n
ð3Þ
It can be understood from Eq. 3 that a large band degeneracy (30)
and a low inertial effective mass (32) will be greatly beneficial for
high thermoelectric performance. As a result, the difference in the
band degeneracy and inertial effective mass between the conduction
and valence bands will lead to a noticeable asymmetrical thermoelectric
performance. According to Eq. 2, the asymmetrical thermoelectric
performance can be estimated by the weighted mobility ratio. The
weighted mobility ratio for different materials could, in principle,
be calculated by Eq. 2. For estimation ofA, this can be done at similarZhu et al., Sci. Adv. 2019;5 : eaav5813 21 June 2019electron and hole carrier concentration. The relationship between the
n-type to p-type ZT ratio (ZTn/ZTp) and the n-type to p-type weighted
mobility ratio is shown in Fig. 2A. There is a general trend that ZTn/
ZTp increases with the weighted mobility ratio, i.e., log(ZTn/ZTp) =
C1 log(A) + C2, where C1 and C2 are fitted as 0.69 and −0.039, respec-
tively. Details of the data used in this fitting can be found in table S1.
It should be noted that the experimentally obtained relationship between
log(ZTn/ZTp) and log(A) is in a reasonably good agreementwith the the-
oretical calculation (section S1 and fig. S1). Specifically, when the
weighted mobility ratio is larger than unity, the n-type material will
outperform the p-type counterpart (ZTn/ZTp > 1). Conversely, when
the weighted mobility ratio is smaller than unity, the p-type compound
will demonstrate better thermoelectric performance (ZTn/ZTp < 1).
When the thermoelectric performance for one type of a material
has been experimentally studied, while the other type has not yet been
investigated, it is possible to predict the ZT by using the identified
relationship between the asymmetry andweightedmobility ratio. In this
case, because the carrier mobility for the unreported type cannot be
obtained, Eq. 3 can be adopted to estimate theweightedmobility ratio as
it only involves the material’s basic parameters that can be determined
by calculation. However, it should be noted that Eq. 3 is simplified by
assuming that the carrier scattering is similar for electrons (n-type spec-
imen) and holes (p-type specimen). Therefore, the estimated weighted
mobility ratio by Eq. 3 could be different from the value experimentally
determined by Eq. 2. Here, we have predicted the thermoelectric
performance for several materials as shown in Fig. 2B. Our predictions
indicate that reasonably high ZT can possibly be achieved in n-type
SnTe, n-type GeTe, and n-type ZrCoBi. In addition, n-type TaFeSb
and p-type NbCoSn are possible candidates for very promising ther-
moelectric performance. However, SnTe andGeTe have been proven
as very persistent p-type materials, so we limited our investigation to
the thermoelectric properties of the half-Heusler materials. Currently,
we have not yet identified efficient dopants for p-type NbCoSn or
n-type TaFeSb (fig. S2). Therefore, we will mainly discuss the thermo-
electric properties of n-type ZrCoBi-based materials in this work.
Electronic structure of ZrCoBi
Theoretical calculations of the electronic structure of ZrCoBi were
first conducted to provide preliminary insight into its thermoelectric2.5
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 performance. The calculated band structure of ZrCoBi is shown in
Fig. 3A. The valence bands show practically degenerate maxima at G
and L, which is a previously discussed band convergence (42). It
should be noted that there are strong splittings in the bands as one
moves away from G. These are the splitting into a heavy- and light-hole
band along G-X and an additional splitting of the upper heavy-hole
band along G-L. This latter splitting would be forbidden without
the combination of spin-orbit and non-centrosymmetry. These effects
are strong due to the large difference between Co, Zr and the heavy p-
electron element Bi, which leads to strong breaking parity symmetry, P.
Although G has the full cubic symmetry, and the inverse effective mass
tensor of a cubicmaterial is isotropic, the bands atG are evidently highly
anisotropic. This anisotropywith different curvatures in different bands
and directions at G provides a mechanism for decoupling the electrical
conductivity and the Seebeck coefficient, in particular with the high cur-
vature areas, leading to high electrical conductivity. Evenmore notably,
at the other pocket L, there is a pair of two-fold degenerate bands
separated by 0.06 eV. Both are relevant for the thermoelectric transport
due to this small splitting. The upper band is seen to be very strongly
spin-split from L to W and somewhat more weakly so along L-G. This
splitting would be forbidden by the combination of parity and time re-
versal in a centrosymmetric case. This is important because, in addition
to the anisotropy allowed in a parabolic system around the L point [i.e.,
a transverse and a longitudinal mass, which can be different, as in GeTe
(43)], there is an additional separation into a light and heavy band due
to spin-orbit. This is highly favorable as it again decouples Seebeck co-
efficient and electrical conductivity. In contrast, the conduction band
structure is apparently simpler, although it also shows strong influence
of spin-orbit. This band shows a substantial spin-splitting along X-W
but not X-G. This Dresselhaus spin-splitting shifts the conduction band
minimum away from X perpendicular to the X-G line and can also de-
couple the Seebeck coefficient and electrical conductivity, although the
decoupling is less pronounced than in the valence bands.
Visualization of the carrier pockets 0.1 eV from the band edges for
the p- and n-type ZrCoBi are shown in Fig. 3 (C and D). The band
degeneracy (N) is 10 for the p-type ZrCoBi but only 3 for its n-type
counterpart. In addition, the calculated inertial effective mass is shown
as a function of carrier concentration for n- and p-type ZrCoBi in Fig.
3B. It should be noted that the inertial effectivemass (mI) is very similar
for n- and p-type ZrCoBi. As a result, the value ofN/mI is ~5.3 m0
−1 for
p-type ZrCoBi and only ~2.2 m0
−1 for its n-type counterpart, which
corresponds to an n-type to p-type weighted mobility ratio of ~0.42.Zhu et al., Sci. Adv. 2019;5 : eaav5813 21 June 2019By using the experimentally determined thermoelectric performance
of p-type ZrCoBi-based materials (i.e., peak ZT of ~1.4) and the
weighted mobility ratio of ~0.42, the predicted ZT for n-type ZrCoBi
is about ~0.71 (Fig. 2B). That is, despite the asymmetrical thermoelectric
performance of ZrCoBi (i.e., the p-type outperforming the n-type),
reasonably high thermoelectric performance could possibly be achieved
in the n-type ZrCoBi.
Electronic properties of n-type ZrCoBi
The n-type Ni-doped ZrCoBi-based materials were prepared by the
ball-milling and hot-pressing method. All the samples are single phase
(fig. S3) and highly dense (fig. S4). The measured electronic properties
of the n-type ZrCoBi-based half-Heuslers are shown in Fig. 4. The
undoped ZrCoBi shows a low electrical conductivity, and after Ni doping
at the Co site, the electrical conductivity is substantially improved (Fig.
4A). Such an enhancement should bemainly attributed to the increased
Hall carrier concentration.As shown in fig. S5, the carrier concentration
increases monotonically with the Ni concentration. This indicates that
Ni is an efficient dopant for supplying electrons to ZrCoBi, similar to the
case ofZrCoSb (44). Accordingly, the Seebeck coefficient of ZrCo1–xNixBi
decreases with the increase of Ni concentration (Fig. 4B), with the
exception of the undoped ZrCoBi. By optimizing the carrier concentra-
tion, a reasonably high peak power factor (S2s) of ~27mWcm−1 K−2 can
be realized by ZrCo0.9Ni0.1Bi (Fig. 4C). The power factor of p-type
ZrCoBi0.8Sn0.2 is also plotted for comparison (black solid line), and it
is noticeably higher than that of the n-type specimens over the whole
temperature range. The average power factor between 300 and 973K can
be calculated by the integration method, and it is ~20.8 mW cm−1 K−2
for n-type ZrCo0.9Ni0.1Bi and as high as ~33.6 mWcm
−1 K−2 for p-type
ZrCoBi0.8Sn0.2. Such amarked difference in the power factor between the
n- and p-type ZrCoBi-based materials should be mainly ascribed to the
difference in band degeneracy and pocket shape between the conduction
and valence bands. Therefore, despite the similar inertial effective mass
between the n- and p-type ZrCoBi, the density-of-state effective masses
of p-type ZrCoBi-basedmaterials are notably higher than those of their
n-type counterparts (fig. S6A). Because the inertial effective masses are
comparable between the n- and p-type ZrCoBi (Fig. 3B), the carriermo-
bility of the p-typeZrCoBi-basedmaterials remains similar to that of their
n-type counterparts (fig. S6B). To further reveal the effect of electronic
structure on the thermoelectric properties, we calculated the product of
carrier concentration and the square of Seebeck coefficient (S2n) for
ZrCoBi-based materials, as shown in Fig. 4D. It can be observed thatTaFeSb
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 the S2n value of the p-type ZrCoBi0.8Sn0.2 is substantially higher than
that of its n-type counterparts over the whole temperature range.
Thermal conductivity of the n-type ZrCoBi
Thermal conductivity of the n-type ZrCoBi-based half-Heuslers is shown
in Fig. 5. The room temperature thermal conductivity of ZrCo1–xNixBi
is reduced considerably with the increase of Ni concentration (Fig. 5A).
The room temperature thermal conductivity of the undoped ZrCoBi is
~8.9 W m−1 K−1, and it is only ~4.3 Wm−1 K−1 for ZrCo0.75Ni0.25Bi, a
reduction of ~52%. This can be attributed to the high concentration
of substitutional point defects (i.e., Ni at the Co site) that disrupt the
phonon propagation. To reveal the phonon scattering effect by Ni
doping, we further calculated the lattice thermal conductivity, as
shown in Fig. 5B. The room temperature lattice thermal conductivity
is ~8.9 W m−1 K−1 for the pristine ZrCoBi, and it is ~3.4 W m−1 K−1
for ZrCo0.75Ni0.25Bi, a reduction of ~62%. In addition to the Ni doping,
thermal conductivity can also be largely reduced by alloying ZrCoBi
with ZrCoSb (fig. S7). Compared to the heavy Ni doping that leads to
the inferior power factor (Fig. 4C), alloying ZrCoBi with ZrCoSb can
effectively reduce the thermal conductivity while maintaining a rela-
tively high power factor (fig. S7C).
ZT and conversion efficiency of the n-type ZrCoBi
The dimensionless thermoelectric figure of merit ZT of the n-type
ZrCo1–xNixBi is shown in Fig. 6A. Evidently, Ni doping can effectively
enhance theZT and a peakZT of ~0.74 can be achieved byZrCo0.9Ni0.1Bi
at 973 K. By further alloying ZrCo0.9Ni0.1Bi with ZrCoSb, the thermo-
electric performance can be further improved (fig. S7F), and a reasonably
high peak ZT of ~1 at 973 K can be obtained by ZrCo0.9Ni0.1Bi0.85Sb0.15.
To demonstrate the reproducibility of this result, we prepared four dif-
ferent batches of ZrCo0.9Ni0.1Bi0.85Sb0.15. The measured thermoelectric
properties are similar between the different batches, and the ZTs are
quite comparable (fig. S8). To demonstrate the asymmetrical thermo-
electric performance of the ZrCoBi-based materials, we also plotted the
ZT of p-type ZrCoBi0.65Sb0.15Sn0.2 (black solid line) in Fig. 6A for com-
parison. It should be noted that the thermoelectric performance of
thep-typeZrCoBi0.65Sb0.15Sn0.2 is noticeably better than that of then-type
ZrCo0.9Ni0.1Bi0.85Sb0.15 over the whole temperature range, which is in
good agreement with our prediction (Fig. 2B). In addition, comparison
of ZrCo0.9Ni0.1Bi0.85Sb0.15with other state-of-the-art n-type half-Heusler
materials is also made, as shown in Fig. 6B. Although the ZrNiSn-
based materials show a higher ZT in the lower temperature range, their
ZT is reduced at elevated temperature due to the bipolar effect. In con-Zhu et al., Sci. Adv. 2019;5 : eaav5813 21 June 2019trast, the ZT of ZrCo0.9Ni0.1Bi0.85Sb0.15 increases monotonically within
the studied temperature range, and therefore, ZrCo0.9Ni0.1Bi0.85Sb0.15
is comparable with the ZrNiSn-based materials at elevated temper-
ature. In addition, ZrCo0.9Ni0.1Bi0.85Sb0.15 shows noticeably better
thermoelectric performance than all of the other n-type half-Heuslers,
e.g., ZrCoSb-based (44, 45) and NbCoSn-based materials (46), over
the whole temperature range. It should be noted that the ZrCoBi-
based compound can achieve ZT around unity at 973 K for both carrier
types. This makes the ZrCoBi compound highly promising for mid-
and high-temperature thermoelectric power generation. To evaluate
the potential of ZrCoBi-based materials for thermoelectric application,
we measured the heat-to-electricity conversion efficiency of the single-
leg ZrCo0.9Ni0.1Bi0.85Sb0.15. A maximum efficiency of ~7.9% can be
obtained at the cold-side temperature of ~303 K and at hot-side tem-
perature of ~953 K (Fig. 6C). The reported conversion efficiency of
p-type single-leg ZrCoBi0.65Sb0.15Sn0.2 is plotted in Fig. 6C for com-
parison (42). A unicouple of n-type ZrCo0.9Ni0.1Bi0.85Sb0.15 and p-type
ZrCoBi0.65Sb0.15Sn0.2 was further prepared. The dimension of each leg
was optimized by considering the differences in electrical resistivity and
thermal conductivity between the materials. Our results showed that a
maximum heat-to-electricity conversion efficiency for the unicouple
can be as high as ~10% at the cold-side temperature of ~303 K and
at the hot-side temperature of ~983 K (Fig. 6D).DISCUSSION
We have identified the relationship between the asymmetrical thermo-
electric performance and the weighted mobility ratio. The weighted
mobility ratio depends on the difference in electronic structures and the
different scattering of carriers. The thermal stability difference may also
lead to the asymmetrical performance in real applications. For example,
the low stability of the Fe-based p-type skutterudites is a major limita-
tion for achieving high efficiency in skutterudite modules. The relation-
ship between the asymmetrical thermoelectric performance and the
weighted mobility ratio can be used to predict the thermoelectric
performance of the materials. However, it should be pointed out that
the realization of both n- and p-type of semiconductors heavily depends
on the dopability, which relates to the solubility limit and the defect level
(i.e., shallow level or deep level) of the dopants (3). In addition, identify-
ing and controlling the intrinsic defects that pin the Fermi level will be
equally important for realizing the ambipolar doping. Therefore, the
prediction of thermoelectric performance of unreported materials via
the weightedmobility ratio can be roughly considered as an upper limit.300 400 500 600 700 800 900 1000
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 In thiswork, the thermoelectric performance of severalmaterials has
been predicted. Experimentally, we have prepared the n-type ZrCoBi-
based half-Heuslers. By optimizing the carrier concentration and re-
ducing the thermal conductivity, a peak ZT of ~1 at 973 K can be
achieved for ZrCo0.9Ni0.1Bi0.85Sb0.15. Compared to the state-of-the-
art n-type ZrNiSn-based half-Heuslers, the ZrCoBi-based materials
demonstrate comparable thermoelectric performance at elevated tem-
perature. In addition, the ZrCoBi-based materials outperform all of the
other n-type half-Heuslers over the whole temperature range. The heat-
to-electricity conversion efficiency is further measured for a unicouple
consisting of the n- and p-type ZrCoBi-based materials. A maximum
efficiency of ~10% can be obtained at the cold-side temperature of ~303
K and at the hot-side temperature of ~983 K. Our work demonstrates
that the ZrCoBi-based half-Heuslers are quite promising formid- and
high-temperature thermoelectric power generation.MATERIALS AND METHODS
Synthesis
n-type ZrCoBi-based half-Heuslers were prepared by the ball-milling
and hot-pressing method. Zr sponge (99.2%; Alfa Aesar), Co powders
(99.8%; Alfa Aesar), Bi ingots (99.999%; Alfa Aesar), Sb ingots
(99.999%; Alfa Aesar), and Ni powders (99.8%; Alfa Aesar) according
to the composition of ZrCo1–xNixBi (x = 0, 0.05, 0.10, 0.15, 0.20, and
0.25) and ZrCo0.9Ni0.1Bi1–ySby (y = 0, 0.10, 0.15, 0.20, and 0.30) were
loaded into a stainless steel jar under an argon atmosphere in the glove
box. The ball-milling processwas conducted on an SPEX8000MMixer/
Mill for 20 hours. It should be noted that, because of the cold-welding
effect, large pieces can form and stick to the jar in the early stage of theZhu et al., Sci. Adv. 2019;5 : eaav5813 21 June 2019ball-milling process. These pieces were carefully detached from the jar
with a tool after the first 8 hours of ball milling. After 20 hours of ball
milling, highly uniform and fine powders were obtained without any
large pieces remaining in the jar. The obtained ball-milled powders
(2.1 g) were loaded into the carbon die and compacted into a disc by
a direct current–induced hot press at about 1173 K for 5min and under
pressure of ~80MPa. The inner diameter of the carbon die is 12.7 mm,
and the diameter of the carbon rods is 0.2 mm smaller.
Thermoelectric property measurement
The Seebeck coefficient and electrical conductivity were simultaneously
obtained using a commercial system (ZEM-3, ULVAC) in helium at-
mosphere. The thermal conductivity k =DCpr was calculated from the
thermal diffusivity D (LFA 457, Netzsch), specific heat Cp (DSC 404 C,
Netzsch), andmass density r (Archimedes’ kit). Hall carrier concentra-
tions (nH) were measured on a commercial system (PPMS DynaCool,
Quantum Design), with a magnetic field of ±3 T and an electrical cur-
rent of 8 mA.
Heat-to-electricity conversion efficiency measurement
For the single-leg n-type ZrCo0.9Ni0.1Bi0.85Sb0.15, the thermoelectric
materials were polished for a cross-section of 1.51 × 2.35mm2 and length
of ~8.54mm.For theunicouple ofZrCoBi-basedmaterials, thedimensions
are 1.51 × 2.35 × 8.54 mm3 for the n-type ZrCo0.9Ni0.1Bi0.85Sb0.15 and
1.61 × 2.42 × 8.54 mm3 for the p-type ZrCoBi0.65Sb0.15Sn0.2. The cold-
side temperature was maintained at ~303 K by water circulation. Be-
cause of the increasing of heat flow, the cold-side temperature will
rise with the hot-side temperature. The difference between the measured
efficiency and the predicted value increases with increasing hot-side300 400 500 600 700 800 900 1000
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Fig. 6. Thermoelectric figure of merit of ZrCoBi-based half-Heuslers and measured heat-to-electricity conversion efficiency. (A) Thermoelectric figure of merit of
ZrCo1–xNixBi (n-type) and ZrCo0.9Ni0.1Bi0.85Sb0.15 (n-type) and (B) comparison of the ZTs between ZrCo0.9Ni0.1Bi0.85Sb0.15 (n-type) and the other state-of-the-art n-type
half-Heuslers. Measured heat-to-electricity conversion efficiency for (C) single legs and (D) the unicouple of ZrCo0.9Ni0.1Bi0.85Sb0.15 (n-type) and ZrCoBi0.65Sb0.15Sn0.2 (p-type).
The inset in (C) is the ratio of the measured efficiency of p-type to n-type legs.6 of 8
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 temperature because the predicted value is calculated on the basis of the
fixed cold-side temperature (room temperature). The experiments were
conducted under high vacuum (below 10−6 mbar) to reduce parasitic
conduction and convection losses. To measure conversion efficiency
(h), the input power from the hot side (Qin) and the generated power
(P) from the thermoelectric leg were measured at the same time. The
direct measurement of Qin is greatly challenging because of the heavy
heat loss at high temperature. According to Fourier’s law, a bulk poly-
crystalline graphite with measured geometry and thermal conductivity
was placed below the cold-side end to measure the heat flow out of the
cold-side end (Qout). The thermal conductivity of the bulk polycrystal-
line graphite was confirmed by the method described above in the dis-
cussion on thermoelectric property measurements. To measure
temperature differences of the leg and graphite bulk, K-type thermo-
couples were embedded at the interfaces. It should be noted that the
hot-side temperature of graphite can be regarded as the cold-side tem-
perature of the leg if the setup is working under a large pressure. The
totalQin equals the sumofQout,P, and radiation loss from the leg (Qrad).
Therefore, the conversion efficiency (h) can be written as follows
h ¼ P
Qin
¼ P
Qout þ P þ Qrad ð4Þ
BecauseQrad cannot be directly measured, in real measurement,Qin
is composed of Qout and P, which leads to the measurement error of h.
By tuning the current in the circuit, a series ofQin, P can bemeasured at
the same time. Therefore, both maximum h and P can be found. The
main sources of error in this system are the radiation heat, the rise of
the cold-side temperature, the Seebeck coefficient of copper wire, and
the parasitic electrical and heat loss. In the measurement of p-type leg
efficiency (42), to offset the radiation loss, copper foil working as a
radiation shield was brazed with copper plate at the hot side. Because
this radiation shield is at a higher temperature than the leg, it will add
additional heat flow into the leg so that the measured Qout will actually
be higher than without the shield. This should lead to a more conserv-
ative value of efficiency for the p-type leg, especially at high temperature.
Microstructural characterization
Phase compositions were characterized by x-ray diffraction on a
PANalytical multipurpose diffractometer with an X’Celerator detector
(PANalytical X’Pert Pro). The morphology and microstructures were
characterized with a field-emission scanning electron microscope
(FESEM, LEO 1525). Elemental mapping was conducted by energy-
dispersive x-ray spectroscopy (JEOL JSM-6330F), as shown in fig. S9.
Selected-area electron diffraction patterns and high-angle annular
dark-field scanning transmission electron microscopy (HAADF-
STEM) images were obtained with a JEM-ARM 200F TEM operated
at 200 kV (fig. S10). The microscope was equipped with a cold FEG
source and double-sextupole Cs correctors for STEM and TEM (for
probe and imaging), respectively.
Theoretical calculations
Electronic structure and transport calculations were performed for the
half-Heusler structure ZrCoBi based on density functional theory. For
this purpose, the general potential linearized augmented planewave
(LAPW) method as implemented in the WIEN2k code (47) was used.
Spin-orbit, which is crucial, was included self-consistently for all states.
The main results were obtained using the modified Becke JohnsonZhu et al., Sci. Adv. 2019;5 : eaav5813 21 June 2019(mBJ) potential and a lattice parameter of 6.186 Å. These calculations
were done similarly to our previously reported electronic structure cal-
culations for half-Heusler compounds (42, 48). LAPW sphere radii of
R = 2.3 bohr was used for all atoms. We used very well converged basis
sets consisting of an LAPW sector determined by a cutoff, RKmax = 9.0,
plus additional local orbitals, whereKmax is the planewave sector cutoff.
Transport integrals were performed with the BoltzTraP code and ana-
lyzed using the transM code to obtain inertial effective masses and an
electronic fitness function for thermoelectric performance. The Brillouin
zone sampling for the transport calculation was done using more than
40,000 points in the zone. Convergence of the Brillouin zone sampling
was tested, as were the basis sets and other parameters. We also per-
formed tests including the standard Perdew-Burke-Ernzerhof (PBE)
generalized gradient approximation functional, as well as with the
Vienna Ab initio Simulation Package (VASP) using the Heyd-Scuseria-
Ernzerhof (HSE) screened hybrid functional. The main difference be-
tween the HSE andmBJ potential is in the band gap, which is enhanced
from 1.0 eV with the mBJ potential to 1.2 eV in the HSE calculation.SUPPLEMENTARY MATERIALS
Supplementary material for this article is available at http://advances.sciencemag.org/cgi/
content/full/5/6/eaav5813/DC1
Section S1. Theoretical prediction of ZT value
Fig. S1. Theoretical prediction of ZT value.
Fig. S2. Thermoelectric properties of p-type NbCoSn-based and n-type TaFeSb-based
materials.
Fig. S3. Phase composition of n-type ZrCoBi-based half-Heuslers.
Fig. S4. Microstructures of n-type ZrCoBi-based half-Heuslers.
Fig. S5. Room temperature Hall carrier concentration of ZrCo1–xNixBi.
Fig. S6. Comparison of the density-of-state effective mass and carrier mobility between n- and
p-type ZrCoBi-based materials.
Fig. S7. Thermoelectric properties of ZrCo0.9Ni0.1Bi1–ySby (y = 0, 0.10, 0.15, 0.20, and 0.30).
Fig. S8. Reproducibility of the thermoelectric performance of ZrCo0.9Ni0.1Bi0.85Sb0.15.
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